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M 4.5 X .35 THREAD

INTERPRET DIM & TOL PER
ASME Y14.5M -'1994.
REMOVE BURRS.
COUNTERSINK INTERNAL THDS
90'TO MAJOR DIA.
CHAM EXT THDS 45" TO MINOR DIA
THD LENGTHS AND DEPTHS ARE FOR
MIN FULL THDS
THDS PER MIL-S-7742.
DIMENSIONS APPLY AFTER FINISHING
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JACKET PFA .006 WALL NOMINAL, COLOR BLUE
VOLTAGE RATING 250 VOLTS.
SHIELDING SILVER PLATED COPPER BRAID, 90% MIN COVERAGE. 

"4 CONDUCTOR 32 AWG 7/38 SILVER PLATED COPPER, FEP.
TEMPERATURE RANGE:-18"C TO 176'C.

PART NUMBER: 694BBXX (XX DENOTES LENGTH IN FEET).

NOTES: UNLESS OTHERWISE SPECIFIED
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES.
DTMENSTONS tN BRACKETS []

ARE IN MILLIMETERS
TOLERANCES ARE:

INCHES METRIC ANGLES
XXr03 .X t08 11'
)üXr 010 .XX t0,25
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TOTAL RUNOUT WITHIN OO5.
BREAK SHARP EDGES OO5 TO O1O,
MACHINED FILLET RADII OO5 TO 015
WELOING SYMBOLS PER AWS A2,4.
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